
STEP 9
Attach Door Cards to all 4 doors 
with (2) #8 screws each.
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REQUIRED
TOOLS

Electric drill

1/8" & 5/32" drill bits 
& Phillips bit

Phillips screwdriver

Crescent wrench
adjustable to 9/16"

Rubber mallet

Sockets wrench & 
7/16" & 9/16" 
deep sockets

FASTENERS

(8) 3-1/2"hex head bolts

(8) 5" hex head bolts

(8) 1-1/4" phillips bolts

(48) washers

(24) nuts

(4) 3/8"x 3"hex head bolts

(4) 3/8" nuts

(8) 3/8" washers

(4) nylon washers

(16) #10 phillips screws

(8) #8 phillips screws

Disclaimer: Therma-Tru or
Downing Retail Displays does
not assume any responsibility
for improper installation 
of the Door Gallery Display
Program units.

Please direct assembly questions to: Downing Retail Display — 330-666-3888

4-DOOR SWING UNIT w/LEG KIT
STEP 1
Fasten Corner Brackets to Upright Rails
using (2) 3-1/2" hexhead bolts, 
(4) washers and (2) nuts for each 
corner bracket.

STEP 8
Reset Door in Bottom Swing Rail adding 
nylon washer over pin on Bottom Swing Mount. 
Bolt Upper Swing Mount to Upper Swing Bracket 
with (1) 3/8" x 3" hexhead bolt, (1) locking nut 
and (2) washers. Tighten each locking nut on Upper
Swing Mount until snug with Mount. CAUTION: If over
tightened it will pull the door out of Bottom Swing

Bracket. Repeat steps 6,
7 and 8 with other

3 doors.

STEP 3
Fasten Rear Panel to Cross Bar angles
with (8) 1-1/4" Phillips head bolts, 
(16) washers, and (8) nuts.

STEP 4
Loosely bolt each Upper Swing Mount to
Upper Swing Bracket with (1) 3/8" x 3" hex
head bolt, (1) locking nut and (2) washers
each. Only thread locking washer 
on enough to keep bracket 
from falling off. Nuts will be
tightened after doors are installed.

STEP 5
Slide nylon washers onto pins on Bottom
Swing Mounts. Bottom Swing Mounts will sit
in mounting holes on Bottom Swing Bracket.
Make sure nylon washer is installed 
to keep Bottom Swing Bracket and Bottom
Swing Mounts from rubbing metal to metal.

STEP 6
Have someone hold Door perpendicular 
to floor in Upper and Lower Swing Mounts.
Mark a location line where Mounts 
are positioned.

STEP 2
Insert Cross Bar into Upper Corner Brackets and place Upper
Swing Bracket in front of Cross Bar and Corner Brackets.
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Insert Cross Bar into Lower Corner Brackets and place
Lower Swing Bracket in front of Cross Bar and Corner
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and (4) nuts.

Requires 2 people to assemble.

* These bolts 
will run through
swing bracket,
cross bar and
corner brackets.

STEP 7
Remove Door and Mounts and place
Door on floor with the front edge
facing down on floor. Re-align Mounts 
with location markings and drill 
3/32" pilot holes 3/4" deep using holes 
in Mounts for hole locations. 
Fasten each Swing Bracket 
with (2)# 10 Phillips screws.
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