
STEP 1
Stand Sill Rail on floor pointing up where
display will be located. Face angle on Sill Rail
to direction desired for exterior of Door System.
Have someone hold Sill Rail and slide Vertical Rail

over u-flange on Sill Rail,
making sure Head Rail hole

is located on the outside
top of display. Slide Side
Leg onto Vertical Rail

and clamp to hold in
position. Fasten with 
(2) 5" hexhead bolts, 
(4) washers and (2) nuts.
Tighten securely. 
Repeat same assembly on 

opposite side.
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FRAME PARTS

2 – Vertical Rails

1 – Head Rail 

1 – Sill Rail

2 – Side Arms

2 – Side Legs

10 – Tubing End Caps

ATTACHMENTS

6 – Wood  Blocks

4 – Angle  Brackets

1 – Door System

3 – Exterior Trim Panels

3 – Interior Trim Panels

1 – Added Value Panel

1 – Why Fiberglass Panel

4 – Arm Lights

3 – Header Mounts

1 – Entry Door Header

TOOLS
REQUIRED

Electric Drill

1/8" & 3/16" drill bits 
& Phillips bit

Phillips screwdriver

Crescent wrench
adjustable to 9/16"

Rubber mallet

Sockets wrench & 
7/16" & 9/16" 
deep sockets

Adjustable clamps

2 Ladders

FASTENERS

Fasteners are 
packaged based on 
door system selection.

Disclaimer: Therma-Tru or
Downing Retail Displays does
not assume any responsibility
for improper installation 
of the Door Gallery Display
Program units.

H– UNIT STEP 2
Using a third person, slide 
Head Rail (with holes) into 
top of Vertical Rails and 
fasten each side with 
(1) 1-1/4" hexhead full 
thread bolt and (1) washer. 

Requires minimum of 2 people 
to assemble, with the assistance 

of two additional 
people for Step 5.

STEP 5
Attach Angle Brackets to upper and lower corners

of Door System as shown in circular
diagrams. Make sure top of upper

Angle Bracket is flush with lower
top of Door System and

bottom of lower Angle
Bracket is flush with

bottom of Door
System. Fasten

each bracket to 
Door System with 
(2) #10 x 1-1/4" self
drilling screws. Using 4
people, lift and set Door
System into Frame on
Sill Rail and ease into
position flush with front
of angle on Sill Rail.
Clamp Door System to
both Vertical Rails to
secure until screws 

are inserted.

STEP 10 
Attach Interior Trim Panels to 
cover gaps between interior of
Door System and Frame. Apply
horizontal Trim Panel at the top
of frame first by peeling off
backing of adhesive strip,
centering panel over gap. Press
firmly to secure bond. Repeat
with two vertical Trim Panels,
threading Arm Light wires out
from under bottom of panels. 

Tape one 
Wood Block in 
middle, one Wood Block
approx. 16" from top 
and one Wood Block 

approx. 16" from 
bottom of both 
Vertical Rails. 
Mount Wood Blocks 
to Vertical Rails with 

(1) #10 x 3" 
self drillingscrew each.

STEP 4

STEP 6
Attach each top Angle Bracket to 

Head Rail and each bottom Angle
Bracket to Sill Rail using

(2) # 10 x 1-1/4" 
self drilling 
screws. 

STEP 7
Using packet of shims provided, place 

shim from top into space between 
Wood Block and Door System 

frame. Repeat this step 
for each block. 
After each shim 
is placed, lightly 

tap each 
shim until it is 
secured snugly

between
Wood Block 
and Door
System.

STEP 8
Attach narrowest vertical
Exterior Trim Panels to

cover gaps 
between exterior of

Door System and Frame  
by peeling off backing 
of adhesive strips and
centering Trim Panels
over gaps. Press firmly
to secure bonds.

When part of a Full Display, the basic H-Unit is in the CENTER of ALL FULL DISPLAY units purchased. Position in the showroom according to notations on the Therma-Tru FULL DISPLAY installation instructions.Please direct assembly questions to: Downing Retail Display — 330-666-3888

STEP 11 
Attach Added Value Panel to to Side Arm and Side Leg 
on right side of display with (8) 1-1/4" Phillips head bolts, 
(16) washers and (8) nuts and Why Fiberglass Panel to Side Arm
and Side Leg on left side of display with (8) 1-1/4" Phillips head
bolts, (16) washers and (8) nuts.

STEP 12 
Attach Header Mounts 
to bottom of Entry Door
Header. Peel off backing
strips from bottom of
Header Mounts to expose
adhesive. Center and 
press firmly into place on
top of Head Rail.

Insert Tubing End Caps
into open ends of tubing
by gently tapping in with
rubber mallet.

STEP 9
Align Arm Lights flush
with each side of 
Door System and attach
to Head Rail with #8
screws. 1/8" pilot holes
can be drilled 
to facilitate adding 
the screws. Run 
wires through holes 
in Head Rail 
downward between 
the edges of Door 
System and Vertical 
Rails. Secure with tape.

MADGHF05 STEP 3
Slide Side Arm mount onto Vertical 
Rail using the 2nd and 3rd holes 
from top of Vertical Rail. Fasten 
with (2) 5" hexhead bolts, (4) 
washers and (2) nuts. 
Tighten securely. 
Repeat same assembly 
on opposite side.    

NOTE:  PLEASE PROCEED 
TO ENTRY DOOR WITHOUT
TRANSOM ADDENDUM 
WHEN USING ENTRY 
DOOR WITHOUT 
TRANSOM.


