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STEP 14
Loosely bolt each Upper Swing Mount to Upper Swing
Bracket with (1) 3/8" x 3" hexhead bolt, (1) locking nut
and (2) washers each. Only thread locking washer 
on enough to keep bracket from falling off. 
Nuts will be tightened after doors 
are installed.

STEP 19
Attach Header Mounts to bottom of Entry Door Header.
Peel off backing strips on bottom of Header 
Mounts to expose adhesive. Center and place 
on top of Head Rail. Press firmly to secure.

STEP 18
Attach Door Cards to all 4 doors with (2) #8 screws each.

STEP 17
Reset Door in Bottom Swing Rail adding nylon washer 
over pin on Bottom Swing Mount. Bolt Upper Swing Mount 
to Upper Swing Bracket with (1) 3/8" x 3" hexhead bolt, 
(1) locking nut and (2) washers. Tighten each locking nut 
on Upper Swing Mount until snug with Mount. 
CAUTION: If over tightened it will pull the door 
out of Bottom Swing Bracket. Repeat 
steps 8 and 8B and 8C 
with other 3 doors.

STEP 15
Have someone hold Door perpendicular to floor in Upper and Lower
Swing Mounts. Mark a location line where Mounts are positioned. 

Slide nylon
washers onto
pins on Bottom

Swing Mounts. Bottom Swing
Mounts will sit in mounting holes 

on Bottom Swing Bracket. Make sure nylon
washer is installed to keep Bottom Swing Bracket
and Bottom Swing Mounts from rubbing metal 
to metal.

STEP 16
Remove Door and Mounts and place
Door on floor with the front edge facing
down on floor. Re-align Mounts 
with location markings and drill 
3/32" pilot holes 3/4" deep using holes 
in Mounts for hole locations. Fasten 
each Swing Bracket with 
(2)# 10 Phillips screws.

STEP 13 
Insert Cross Bar into Upper Corner Brackets and place
Upper Swing Bracket in front of Cross Bar and Corner
Brackets. Fasten with (4) 5" hexhead bolts, (8) washers
and (4) nuts. Insert Cross Bar into Lower Corner
Brackets and place Lower Swing Bracket in front 
of Cross Bar and Corner Brackets. Fasten with 
(4) 5" hexhead bolts, (8) washers 
and (4) nuts.

STEP 12 
Fasten Vertical Support Rails to front most holes 
in Corner Brackets, using (2) 3-1/2" hexhead bolts, 
(4) washers and (2) nuts for each rail.
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STEP 21
Place Lite Box upright on floor. Slide Lite Box into framing. Place Wood
Spacers between Lite Box and angles on cross bars. Insert (8) 4" white
hexhead bolts with (8) white washers from front of Lite Box through 
Lite Box display, Wood Spacer and angles on cross bars. Attach bolts 

with (8) taupe washers and (8) nuts.

STEP 23
Mount Vertical Logo Panels to Frame with (8) 1-1/4" Phillips head bolts,
(16) washers and (8) nuts. Insert Tubing End Caps into open ends of
tubing by gently tapping in with rubber mallet.

STEP 22
Place bottom Lite Box Insert in Lite Box. Using pre-drilled holes on 
sides of Lite Box, drill 1/8" pilot hole approx 3/4" deep in side of Lite Box.
Fasten with (4) 1-1/2" flathead screws. Repeat procedure for remaining 

5 Lite Box Inserts in ascending order. 

STEP 20
Attach Lite Extension Arms to Corner Brackets with (2) 1-1/4" hexhead
full thread bolts and (2) washers each. Attach each Corner Bracket/Lite
Extension assembly to cross bar with (2) 3-1/2" hexhead bolts, 

(4) washers and (2) nuts. 

Insert Tubing End Caps 
into open ends of tubing by 
gently tapping in with rubber mallet.




